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)· MATERIAl SAFETY DATA SHEET 
Required under USDL Safety and Health Regulations for Ship Repairing, 

Shipbuilding, and Shipbreaking (29 CFA 1915, 1916, 1917) 

SECTION I 
MANUFACTURER'S NAME: 

CMERGENCY TELEPHONE NO. 

STABOND CORPORATION (213) 770-0591 
ADDRESS tNumbtr. Strut, City. Statt, and ZiP Codt) 

SECTION II • HAZARDOUS INGREDIENTS 
PAINTS, PRESERVATIVES, & SOLVENTS % TLV 

ALLOY' AND METALLIC COATINGS (UI"ftsl 
PIGMENTS BASE METAL 

,CATALYST ALLOYS 

VEHICLE METALLIC COATINGS 

SOLVENTS 
Rn 

FILLER METAL 
PLUS COATING OR COR!: FLUX 

ADDITIVES OTHI!:RS 

OTHERS 

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASl:S 

(SOLVENT BLEND-TOLUENE ACETONE, HEXANE) TOLUENE 

ACETONE 

HEXANE 

SECTION Ill • PHYSICAL OAT A . 
BOILING POINT (°F.) 135 SPECIFIC GRAVITY (H20•l) APPROX. 
VAPOR PRESSURE (mm 1-+9.) 180 

PE:RCI!!:NT, VOL..ATILE 
APPROX. BY VOLUME ('!It) 

VAPOR DENSITY (AIR•l) EVAPORATION AATE APPROX. 3.0 ( DBil O~c •1) 
SOLUBILITY IN WATER APPROX. 8% (SO VENT ONLY) 
AWEARANCE ANO ODOR T.H~FI'T 'TA.N FLUID -ORGANIC HYDROCARBON ODOR 

SECTION IV • FIRE AND EXPLOSION HAZARD DATA 
I"LASH POINT (Motl10d u!lld) I"'LAMtlotiABL..E I..IMITS l L..al 

<.0°F (TCC) 
EXTINGUISHING MEOlA co2 FOAM OR DRY CHEMICAL 
SPECIAL FIRE FIGHTING PROCEDURES 

HANDLE AS FLAMMABLE HYDROCARBON LIQUID IN WET STATE 
UNUSUAL.. I" I R£ ANO EXPLOSION HAZAR OS 
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fL8 100 PE 1M 

\1.9 750 PE 1M 

b3 100 P1 1M 
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0.85 
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", 1 nn FPM (TOT.TTF.NF.) 
·F.CT!' OF OVEREXPOSURE 

ltADA~dE. NA!JSEA, J"MP AT K M ~. N OF COORDINATION TNTOXICATION NARCOSTS 

EMERGENCY ANO Fl RST AID PROCEDURES 
~MOVE FROM EXPOSURE 2 LOOSEN ANY TIGHT CLOTHING. APPLY ARTIFICIAL RESPIRATION IF UNCONSCIOUS 

' 

SECTION VI • REACTIVITY DATA 
STABILITY 

UNSTABLE CONDITIONS TO AVOID 

STABLE X 
I~COMP~.T A at !..!"!'Y {Mat~n::ls :a avoid) 

HAZARDOUS DECOMPOSITION PRODUCTS DRY FILM MAY RELEASE TOXIC GASES DURING COMBUSTION 
HAZARDOUS MAY OCCUR I CONDITIONS TO AVOID 

POI.YMI!:RIZATION 

1 Wll.L. NOT OCCUR X 
' . 

-

SECTION VII • SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IN CASE MATERIAL. IS REl.EASEO OR SPIL.l.EO 

SOAK UP WITH ABSORBENT MATERIAL 

WASTE DISPOSAL. METHOD 

I RTTRY TN CT"OSED CONTAINER 

SECTION VIII • SPECIAL PROTECTION INFORMATION 
RESPIRATORY PROTECTION (Sp~cify typ~) 

RESPIRATOR WITH ACTIVATED CHARCOAL FILTER FOR EXTENDED VAPOR EXPOSURE 
VENTILATION 

LOCAL. EXHAUST SPECIAL. 
TTC'H' ONT.Y TN WV.T.T VI<:N LATED AREAS 

MECHANICAL (G~n«rai) OTHER 'IH'O 1n 0 T.AR~F. SURFACE APPLICATIONS PROTECTIVE GLOVES I EYE PROTECTION POLYF.THYLENE RECOMMENDED RECOMMENDED 
OTHER PROTECTIVE EQUIPMENT 

SECTION IX • SPECIAL PRECAUTIONS 
PRECAUTIONS TO BE TAKEN IN HANOI.ING AND STORING 

DO NOT STORE NEAR HEATING EQUIPMENT. STORE AS FLAMMABLE LIQUID OTHER PRECAUTIONS 

DO NOT EXPOSE VAPORS TO OPEN FLAME, SPARKS OR NON-EXPLOSION PROOF ELECTRICAL EQUIP~ E NT 
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